GENERIC TANK

TRACK BOTTOM A
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TRACK BOTTOM B

To attach track azzemblies to tank, glue
to lower hull azsembly, centering track,
azzermbly on lower bl azsermbly by
placernent of front and rear wheel.

The track assermblies may be assermbled at arw time, but should be attached to the model last of all. To begin track assembly, cut out
ore track azsernbly and score lightlvalong the edaes of the track Lusing a straight edaes. Curve the extended track pieces by curling
thiern over the edae of a curved surface, a pencil will uzuallv work, nicely, az will the handle of a hobbw knife with no blade attached.
Fold the road wheel-sides of the track azsembly up and carefully glue the teeth inside =tarting with the wheel in one end Follow the
ghape of the track az closely as possible, even if it nneans working tooth-bu-tooth, one side at a tirme. A pencil eraser will come in wvery
handy for puzhing and holding teeth in place. Once one end i finished, take a break and then tackle the ather. Once both ends are
done vou can skip to putting the bottorn on or put aside that assernbly to dry and start on the other one. When vou are done vou vaill
have twio boxes with baoles in the bottarns. The Track Battornz are zinnple lids that finish them up pretty neatlw, Sirnply cut thenn ot
and fold the white tabs dowrward, away Ffrom the printed side, with a sharp crease. Spread the white tabs slightly 2o thew will touch the
inzide sides of the track azsernbly when the lid is put in place. Glue track bottorn in place.
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